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mixed with water or other vehicle ac-
cording to the applicant’s instructions.
All samples and related materials re-
quired for testing must be delivered
(charges prepaid) to Approval and Cer-
tification Center, RR 1, Box 251, Indus-
trial Park Road, Triadelphia, WV 26059.

[Sched. 30, 24 FR 10201, Dec. 17, 1959, as
amended at 43 FR 12317, Mar. 24, 1978; 60 FR
35694, July 11, 1995]

§ 35.7 Date for conducting tests.
The date of acceptance of an applica-

tion will determine the order of prece-
dence for testing when more than one
application is pending, and the appli-
cant will be notified of the date on
which tests will begin. However, not
more than two fluids will be tested
consecutively for one applicant pro-
vided other applications are pending. If
a fluid fails to meet any of the require-
ments, it shall lose its order of prece-
dence. If an application is submitted to
resume testing after correction of the
course of failure, it will be treated as a
new application and the order of prece-
dence for testing will be so determined.

§ 35.8 Conduct of investigations, tests,
and demonstrations.

Prior to the issuance of a certificate
of approval, necessary Government per-
sonnel, representatives of the appli-
cant, and such other persons as may be
mutually agreed upon, may observe the
investigations or tests. MSHA shall
hold as confidential and shall not dis-
close features of this hydraulic fluid
such as the chemical analysis, speci-
fications, descriptions, and related ma-
terial. After issuing a certificate of ap-
proval MSHA may conduct such public
demonstrations and tests of the ap-
proved hydraulic fluid as it deems ap-
propriate. The conduct of all investiga-
tions, tests, and demonstrations shall
be under the direction and control of
MSHA, and any other persons shall be
present only as observers.

[Sched. 30, 24 FR 10201, Dec. 17, 1959, as
amended at 39 FR 24005, June 28, 1974]

§ 35.9 Certificates of approval.
(a) Upon completion of an investiga-

tion of a hydraulic fluid MSHA will
issue to the applicant either a certifi-
cate of approval or a written notice of

disapproval as the case may require.
No informal notification of approval
will be issued. If a certificate of ap-
proval is issued, no test data or de-
tailed results of tests will accompany
it. If a notice of disapproval is issued,
it will be accompanied by details of the
defect(s), with a view to possible cor-
rection. MSHA will not disclose, except
to the applicant, any information on a
fluid upon which a notice of dis-
approval has been issued.

(b) A certificate of approval will be
accompanied by a list of specifications
covering the characteristics of a hy-
draulic fluid upon which the certificate
of approval is based. In addition to the
applicant’s record of control in main-
taining the fire-resistant characteris-
tics, applicants shall keep exact dupli-
cates of the specifications that have
been submitted to MSHA and that re-
late to any fluid which has received a
certificate of approval; and these are to
be adhered to exactly in production of
the certified fluid for commercial pur-
poses.

§ 35.10 Approval labels or markings.
(a) A certificate of approval will be

accompanied by a photograph of a de-
sign for an approval label or marking,
which shall bear the emblem of the
Mine Safety and Health Administra-
tion and shall be inscribed substan-
tially as follows:

PERMISSIBLE FIRE-RESISTANT HYDRAULIC
FLUID

MSHA Approval No. lllllllllllll

Issued to llllllllllllllllll

(Name of Applicant)

(b) A label so inscribed shall be at-
tached to each fluid container in such
a manner that it cannot be easily re-
moved or containers may be so marked
with a metal stencil. The letters and
numbers shall be at least 1⁄2 inch in
height and of a color which contrasts
with that of the container.

(c) For a concentrate the label or
marking shall clearly indicate that the
certification thereof applies only when
the concentrate is used in exact con-
formance with the instructions on such
label or marking. The label or marking
shall clearly indicate the exact amount
of water or other vehicle to make the
fire-resistant hydraulic fluid upon
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